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Air Laminar Flow (Horizontal) 

 

RSECA-413 Air Laminar Flow Designed so as to meet the requirements of US Federal Standard 209B 

(BS5295) providing particle free air to meet class 100 (class conditions). The work table is made of 

thick board which is S.S. clad at top. Side panels are made out of thick transparent plexi glass duly 

framed. The unit is fitted with pre filter& HEPA filter. Air is drawn through pre filter & is made to 

pass through highly effective HEPA (High Efficiency Particular Air) filters having efficiency rating as 

high as 99.99% with cold DOP & 99.97% with hot DOP, thus retaining all air-borne particles of size 

0.3 micron & larger. Using a dynamic machine the blower & motor assembly is statically & 

dynamically balanced ISI marked Motor of 1/5 H.P. capacity operates with minimum noise level. The 

working area is illuminated by fluorescent lighting fitted to the unit. Height of the working table 

provides comfortable 'sit down' working position for the operator. To work on 220/230 volts A.C. 

Supply. Supplied complete with S.S. table top, HEPA filters pre-filter & fluorescent illuminations & 

U.V. Light. 
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Specification: 

 Size – 1200x600x600 mm (LxWxD) 

 Made of stainless steel with acrylic glass doors & UV light 

 Chamber material: high quality steel coated with anti – microbial powder coating 

 Work table – stainless steel 

 With HEPA Filter: (HEPA class) H14 

 Average Air Flow Velocity: - 0.3m/s ~0.5 m/s 

 Air Cleanliness: Class 100 

 Input voltage: 220V 

 With Stabilizer        

 

 

 



   

 
RISING SUN 
ENTERPRISES 

COMPLETE LABORATORY SOLUTION 
         

 E-12, Basement, Ardee city, Sector-52, Gurgaon-122011 

                   08130740809, 0124-4388685, 9117, email id: sales@risingsunenterprises.co.in 

                                               Website;- http://risingsunenterprises.co.in/ 

     B.O.D. Incubator 
 

RSECA-405A1 B.O.D Incubator Most versatile for Biochemical Oxygen Demand determinations. 

Castor wheel mounted cabinet is double walled with inner chamber S.S. & outer wall of M.S. Sheet duly 

powder coated. The gap of 75 m.m. between the outer & inner wall is fitted with special grade glass wool 

to prevent thermal losses. Triple walled back of the unit is fitted with two air circulatic fans for 

maintaining temperature uniformity throughout the chamber, Fully view inner glass/Acralic door permits 

inspection of specimens, without disturbing the same. Lock & key arrangement is provided in the double 

walled outer door. Unit is fitted with door operated illumination lamp inside the chamber. Refrigeration 

unit is formed by ISI marked compressor, the front panel is provided with separate indicator lamps for 

main, heating & incoming voltage. Supplied complete with 3 shelves, cord & plug to work on 220/230 

A.C. Supply. Temperature from 5°C to 60°C is controlled by Micro Processor Electronic Digital 

Temperature Indicator-Cum-Controller with an accuracy of ±0.5ºC 
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Specification:  
 

 Size/volume: 450 Liters (70x70x90 cm) 

 Controller: Digital Display Electronic Controller 

 Sensor: Pt-100 

 Temperature range: 5°C to 60°C (±0.2) 

 Internal Chamber: Stainless Steel 304 grade 

 With Stabilizer of sufficient capacity. 

 Tubular Air Heaters with fins 

 Uniformity: +/-1 degree throughout chamber 

 Door operated illumination lamp to work on 220/230 VAC 

 Air Heater Element: Special Type S.S. 

 Backlit LED Display 
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     B.O.D. Incubator 
 

RSECA-405A2 B.O.D  Incubator Most versatile for Biochemical Oxygen Demand determinations. chamber 

made of anodized aluminum S.S. & outer wall of steel. The gap of 75 m.m. between the outer & inner wall is 

fitted with special grade glass wool to prevent thermal losses. Triple walled back of the unit is fitted with two air 

circulatic fans for maintaining temperature uniformity throughout the chamber, Fully view inner glass/Acralic door 

permits inspection of specimens, without disturbing the same. Lock & key arrangement is provided in the double 

walled outer door. Unit is fitted with door operated illumination lamp inside the chamber. Refrigeration unit is 

formed by ISI marked compressor, the front panel is provided with separate indicator lamps for main, heating & 

incoming voltage. Supplied complete with 3 shelves, cord & plug to work on 220/230 A.C. Supply. Temperature 

from 5°C to 60°C is controlled by Micro Processor Electronic Digital Temperature Indicator-Cum-Controller with 

an accuracy of ±0.5ºC 
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Specification: 
 

 

 A quite running sealed compressor (CFC free) 

 Three removable perforated anodized aluminum shelves 

 Outer chamber made of Steel. 

 Double walled cabinet insulated between interior and exterior walls. 

 Door operated illumination lamp. 

 Size 570x550x875 mm  

 Capacity: 285 Ltr 

 Inner acrylic door for inspection of samples 

 Inside air circulating system is by Fan which keeps uniform temp. throughout the chamber 

 BOD fitted with 3 step voltage stabilizer 

 Microprocessor based temp. 

 Controller cum Indicator from 5° to 60°C with accuracy of plus minus 1°C 

 Outer double walled metal door with magnetic gasket and lock and key 

 Temperature controlled by Electronic Digital Temp. 

 Inner chamber made of anodized aluminum with self supports allowing wide range of position 

and spacing. 

 Heating and cooling temperatures from 5° to 60°C at normal room temperature with accuracy 

of 1°C. 

 Control panel at the top of the cabinet with 3 nos. indicators for main heating and cooling 

 Controller with its accessories for cut off automatically either heating or cooling system 

irrespective of the ambient temp. increases or decreases from the set temp. of the chamber and 

accuracy of the temp. 1°C. 
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CO2 Incubator with accessories 
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Specification:  

 
 Small footprint with mid – sized capacity 

 Heat system: air jacket 

 TCD sensor 

 With temp/CO2 Display and control – On board 

 Interior volume: 130 liters 

 Single chamber 

 Shelves (13.8”x10.3”) n = 3 

 Stability: 0.1 deg. C 

 External door- Heated, Left hand door swing 

 Uniformity: = -0.2 deg.C at 37 deg C 

 Recovery up to 5% ±0.2% in 3 min 

 Microprocessor controlled, Programmable 

 Accuracy: = -0.1 deg. C 

 CO2 Accuracy: ±0.1% 

 Seamless chamber, Fanless design, 25 mm access port, RSW-232 port 

 Humidity: 95% RH, convection, humidity pan 

 Door heated control: Proportional 0-100% 

 Rapid overnight decontamination cycle facility 

 Weight 32 kg. 

 Temp range: 5 deg. C above ambient to +55 deg C 

 Dimension (WxDxH): 15.8” x12.1”x15.8” 

 CO2 gas Cylinders (02 no.) with attachment assembly 

 User friendly LED display 

 Electricity Supply: 230A AC, 50 Hz. 

 CO2 Range: 0 to 20%, auto zero calibration built in 

 Easy to use keypad and viewing window 

 Capacity: 48 liters (1.7 Cuft.) 

 Temp. Management (4°C above to 50°C) CO2 gas management (0.2-20%) 

 Indepent audible and visual alarms for high and low temp and gas interior MOC: SS., 16 

gauge, Type 304, Minor finish 
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Deep Freezer  
 

 

 
 

 

Specification:  

 
Configuration Upright 

Capacity 800-900 lit 

Shelves 3 

Temperature Range (-50°C to -80°C) 

Temperature Display Yes 

High/Low Temperature Alarm Yes 

Door open alarm Yes 

Mains Failure Alarm Yes 

Max/min Temp. Recording Yes 

Alarm battery Backup Yes 

Access Port Yes 
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Milk Chiller/Refrigerators 
 

 

 
 

 

 

Specification: 

 Storage capacity up to 415 Ltr 

 Size in inches: 62x26x37 

 Door: 3 

 Weight in Kg: 100 approx. 

 Compressor power (in watts): 525 

 Temperature Range: 8°C to -2°C 
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Refrigeration system for spawn room  
 

Temperature maintain  4°C inside the room, with Stabilizer, size of 2.5 x 2.5 x 3m (approx.) 
 

 

 



   

 
RISING SUN 
ENTERPRISES 

COMPLETE LABORATORY SOLUTION 
         

 E-12, Basement, Ardee city, Sector-52, Gurgaon-122011 

                   08130740809, 0124-4388685, 9117, email id: sales@risingsunenterprises.co.in 

                                               Website;- http://risingsunenterprises.co.in/ 

Shaking Incubator  
 

 

 

 

Specification: 
 

Temperature Range & Accuracy 5°C to 60°C, ±0.5°C 

Internal Volume (Liters) 215 

Maximum Shaking Capacity 

(Volume x No.of flasks) 

100ml x 49, 150ml x 49, 

250ml x 33, 500ml x 24, 

1000ml x 15, 2000ml x 9 

Shaking Speed range (RPM) 20 to 250 

Display 
4” LCD Screen, Large size Display for ease 
of reading 

Temperature Variation Alarm 
Set Temperature ±20°C, Audio Visual 

Alarm 

Illumination 8 Watts Fluorescent Tube 

Noise level Less than 65 db (A) 
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Ultra Sonic Cleaner 

 
RSECA-666, Digital Ultrasonic Cleaner With Timer, Heater & Lid, The Ultrasonic energy is 

produced by converting electrical energy in to Mechanical Vibrations by using generator an piezo 

Electric Transducers Due to Mechanical Vibrations in cleaning liquid this Phenomenon is called 

cavitation In a very short time it removes all dirt & foreign bodies from components which are 

immersed in the cleaning liquid.  

 

 

Specification: 

 Ultrasonic generator: SMPS based electronics 

 Tank capacity: 4 Ltr 

 Temperature control: cut-off thermostat 

 Drain valve: Present 

 Timer: Digital 

 Inner and outer layer: Stainless steel 

 Voltage: 230 V 

 Tank dimension: 235x135x150 mm  
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Vortex Shaker 

RSECA-446 Vortex Shaker Useful for stirring centrifugal tubes, test tubes or small flasks. Fitted 

with a Neoprene rubber cup mounted eccentrically on the shaft against which at its is held the tube 

with its lower end pressing against the cup. Mixing action is controlled by varying the angle and 

pressure of the tube against The cup. Fitted with speed control arrangement. To work on 220/230 

volts A.C. Supply. 
 

 
 

 

 

Specification:  

 
 With optional adapters for variable capacity of tubes 

 Width exterior: 150 mm 

 Speed range: 0 to 3000 rpm 

 Operating mode: Continuous/touch 

 Voltage: 100-240 V 

 

 

  

 

     

 


