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Air Curtain 
 

RSECA-416A1: An air curtain is a modern device which when installed on a door, forms an invisible 

curtain of continuous air & thus prevents escape of conditioned air & entry of outside hot, humid, 

dirty & unwanted polluted air. The cabinets of air curtain are made of cold rolled mild steels. The 

blowers are made of high quality aluminum sheets duly balanced both statically as well as 

dynamically on computerised digital balancing machines designed to provide uniform air with 

minimum noise & no vibration. All units are thoroughly tested at works & meet the highest standards. 

The motors used are of continuous rating with sealed ball-bearings. High Velocity Models (Approx. 

10 meters/second). 

 

 

 

 

Specification: 

Product Code Size Door Width 

RSECA-416A1 900 mm (3 feet) 

RSECA-416A2 1200 mm (4 feet) 

RSECA-416A3 1500 mm (5 feet) 
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Bio-Safety Cabinet 

 

RSECA-414, Size 3 ft cabinet width package with cabinet manual adjustable height stand  installed UV 

light with 1 set of arm rest smart coat, Class II type B2, 0% air re-circulated, 100% exhausted from cabinet 

exhaust air pulled through dedicated exhaust duct into facility exhaust system. The cabinets are fabricated 

out of thick board duly sun mica clad. Interior surfaces are epoxy painted for its longer life. The work table 

is made of Heavy gauge S.S. sheet & is fitted with U.V. Germicidal Light, static pressure manometer, 

exhaust system (suitable for 6feet duck) & virus burn out unit. Side panels are made out of thick 

transparent plexus glass duly framed. The unit is fitted with pre-filter & hepa filter. Air is drawn through 

pre-filter & is made to pass through highly effective hepa filters having the efficiency retaining all air-

borne particles of size 0.3 micron & larger. Using a dynamic balancing machine, the blower & motor 

assembly is statically & dynamically balanced. Motor if 1/4 H.P. capacity operates with minimum noise 

level. The working area is illuminated by fluorescent lighting fitted to the unit. The height of the working 

table provides a comfortable "sit down" working position for the operator. In addition to the above futures 

of a standard vertical laminar flow bench, the "RISING SUN" biosafe cabinets have arrangements for re-

circulating a part of the air thus creating highest level of clean air. The unit is also convertible to the 

conventional vertical laminar flow bench with downward air flow by lifting the sliding front door upwards. 

Air is sucked through the pre-filter & the excess air is thrown out from the top through a hepa filter of size 

1'x1'x6'. Supplied with glove ports & gauntlets, hepa filter, pre-filter, U.V. Light, & fluorescent light 
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Deep Freezer 
 

 

 

 

 

 

Specification: 
 

 Reading: -10° to -20°C  

 Temperature : up to -20°C  

 Capacity: 500 Ltr 

 Type: Upright type (for lesser head space)  

 Heavy duty castor wheels  

 warranty : 1 year  
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Deep Freezer  
 

 

 

 

 

 

 

 

Specification: 
 

 Reading: -40° to -80°C  

 Temperature : up to -80°C 

 Capacity: 350 lit  

 Door opening recovery: 30 minutes  
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Granulator 

 

GMP model with capacity up to 5 kg, chopper meter up to 3000 rpm and digital display  
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Homogeniser 
 

Maximum Speed up to 3000rpm with sample size variable has 1 ml to 100ml, should contain 

tissue homogenizer 
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Incubator with Shaker 

 

RSECA-405, B.O.D  Incubator Most versatile for Biochemical Oxygen Demand determinations. 

Castor wheel mounted cabinet is double walled with inner chamber S.S. & outer wall of M.S. Sheet 

duly powder coated. The gap of 75 mm. between the outer & inner wall is fitted with special grade 

glass wool to prevent thermal losses. Triple walled back of the unit is fitted with two air circulatic 

fans for maintaining temperature uniformity throughout the chamber, Fully view inner glass/Acralic 

door permits inspection of specimens, without disturbing the same. Lock & key arrangement is 

provided in the double walled outer door. Unit is fitted with door operated illumination lamp inside 

the chamber. Refrigeration unit is formed by ISI marked compressor, the front panel is provided with 

separate indicator lamps for main, heating & incoming voltage. Supplied complete with 3 shelves, 

cord & plug to work on 220/230 A.C. Supply. Temperature from  5°C to 60°C is controlled by Micro 

Processor Electronic Digital Temperature Indicator-Cum-Controller with an accuracy of ±0.5ºC. 

 

 

 

Specification: 
 

 Speed Range: 15 to 300 rpm  

 Timer: 0.1 hr. up to 999 hr. 0.1 up to 999 min  

 Capacity: Minimum 12 x 2 Ltr flask  

 Control: Digital  
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Magnetic Stirrer 
 

LCD display, having speed range of variable up to 2000 rpm and should have heat output 

preferable up to 2000 watt. Heating temperature range should be up to 500 C. It should 

contain magnetic bar  
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Penetrometer Apparatus 

 
RSECA-476, Penetration ranges from 0-400 mm in one tenth millimeter Sub Division, Resolution 0.1 

mm (approx.), Contain sample container, electronic timer & brass cone needle electrical arrangement. 

This apparatus is used for penetration test on a wide variety of materials such as greases, petroleum, 

bitumen, tar wax, polish, food stuff, rubber asphalts & pharmaceutical Creams. 
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Pre-Freezing Glycol Bath 
 

 

Temperature: up to -40°C has rotation mechanism for at least a pair of flask, accompanied by 

fitting round bottom flask of varying capacities. 
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Refrigerated Centrifuge 

 

 

 

 

Specification: 

 Temperature up to -8⁰C,  

 Digital LED display. 

 high rotor speed.  

 Digital Control Communication 

 Parameter setting switches: Feather touch keys  

 Max speed: 20000 RPM 

 Max. RCF: 37570 g’ 
 Max. Tube Size 100 ml  

 Max capacity: 400 ml 

 Size: 775x575x475 (WxDxH) 
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Thermostatic Controlled Bath 
 

RSECA-433 Water Bath Rectangular Digital (Double Walled) It is a double walled bath with inner 

chamber made of S.S. & outer wall made of M.S.Sheet duly powder coated/painted. The gap between 

outer & inner walls is fitted with special grade glass wool insulation. The concentric rings can be 

removed to accommodate containers of various sizes. Temp. from ambient to 90ºc ± 2ºc is to be 

controlled by thermostat.      

 

 

 

 

 
 

 

 

Specification:  

Product Code Specification Material 

RSECA-433A1 6 Holes, Size 12x7x9 WxHxD Inner SS, Outer MS 

RSECA-433A2 12 Holes, Size 18x12x10 WxHxD Inner SS, Outer MS 
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UV Torch 
 

RSECA-519, For visualization of test objects under UV. tube having long wave length (365 nm.) and 

short wavelength (254 n. m.) as desired. A fluorescent tube is fitted to the unit for day light 

visualization. Supplied with three tubes to work on 220/230 Volts AC. 

 

 

 

Specification: 

 Wavelength: 254nm & 366nm  

 Intensity: 1350/1200 at 3”  
 Short/long wave UV lamp, 6 watts, Indian type plug with UV torch stand.  
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Vacuum Filtration Unit 
 

Capacity: 250 ml, Vacuum pump integrated pump body structure, 150 micron of ultimate vacuum. 

Innovative appearance design with increased area for heat emanation to realize low temperature 

increase while in running. Big sight glass, low oil level and forced-feed oil design to avoid running 

without oil and ensure reliable use. 

 

 


